PRE-CLEANERS
Type PN 601

UNIVERSAL APPLICATION |

CAPACITY WET MAIZE : pre-cleaning 35 t/h ‘
CAPACITY WHEAT, BARLEY: pre-cleaning 60 t/h

* Simple and fast installation

* [Easy maintenance

« No vibration

+ 805 @ Rotary drum with efficient
screen de-blinding system

Patended in France

* Quick and easy screen changing ' ' ’ ~ andoverseas

* Variable drum angle and variable speed

+ The pre-cleaner removes large impurities from the product prior to
storage or drying. Grains pass through the screens and large impurities
remain inside the drum and exit at the end.

Easily incorporated into new or existing systems.

Changing screens allows the machine to be used for grading (at reduced
throughput).

Motor-reducer



TECHNICAL SPECIFICATIONS

.« Reference PN 601V: 51852

e 805 mm diameter rotary drum with 3
1 screen (990 x 2550) to choice

e Drive power: 2.2 kW

e Net weight: machine: 540 kg

ATTACHMENTS and ACCESSORIES

consult us
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As we are constantly engaged in an effort to improve the quality and efficiency of our products, dimensions and specifications could change without notice

C.F.C.A.l. SAS Route de Montgérain - BP 4 - 60420 TRICOT (France)
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E-mail : cfcai@groupecfc.fr - export@groupecfc.fr
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